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PCB TERMINAL
BLOCKS

5S5mm high power vertical rising
081 clamp terminal blocks

TERMINAL STRIPS

Product overview CT8PO700
* 2 and 3 pole double interlocking mechanism
095 for increased strength
R o * Moulded in green UL94-VO flame retardant
PAGG
* Professional rising clamp terminals
« Cable acceptance - 013-3.31mm? (26-12AWG)
100 * Guided pin alignment
e e + Captive screw
o\ approved

151

IP68 CONNECTORS

158 SPECIFICATION PART NO. POLES LENGTH -
o150 [/ o
INTERFACE Rating UL=20A/300V, VDE=24A/250V CTBPO700/2 2 10mm 2 \O\k > T
MODULES AND s | @ S 0,0 -
RELAY BASES CTBPO700/3 g 15mm @ % @ 3
Impulse withstand 2kV/Imin | )l ONAO e
voltage 3.10]_5.00
CTBPO700/4 4 20mm
5000 1) 0.60 5.00¢ 0.60
Working temperature -40°C to +105°C CTBPO700/5 5 ST PCB layout i
Moulding UL94-VO flame retardant PA66 CTBP0700/6 6 30mm 7
m H
Pin/terminal Tinned, nickel plated brass CTBPO700/7 7 35mm -
s
g \
Rising clamp Tinned, nickel plated brass CTBPO700/8 ® A © W
TBPO7 4
Screw/torque M3 steel zinc plated, 0.5Nm € Y © S
CTBPO700/10 10 50mm T
Recommended PCB #15mm .u. 0.80 g
hole size ‘ CTBPO700/1 mn 55mm 5,20 -—al
CTBPO700/12 12 60mm Section: A-A
High power | Double interlock mechanism | Professional rising clamp
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We operate a constant improvement policy, our products are subject to change without notice.
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